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PRODUCT

FEATURES

RECOMMENDED
USE

SPECIFICATION
& OTHER
INFORMATION

An anticorrosive primer based on high molecular, two pack, epoxy-polyamide resin
system and zinc chromate pigment gives excellent drying, adhesion and abrasion

resistance properties.

m Gives flexible, tough, abrasion resistance and scratch resistance film.
®  Gives good anticorrosive properties.
B |ncreases shop floor productivity and specially designed for steel structure, tanks,

pipes, etc.

On steel surface and non ferrous surfaces (galvanized steel and aluminium), machinery,
tanks, pipes, etc.., to protect from corrosive environment. However for non ferrous surface
use wash primer befor using this primer.

Padk Size
Practical Coverage :

: Smooth

: Yellow

: Matt

i52+%2

: 40-50 Microns

: 80-100 Microns

:9-11 m% Ltr.

: Epoxy Thinner WT-4

: Base (Part-A) : Hardener (Part-B) -- 4 :|
:4 Hours

: Roller, Brush, Airless Spray, Conventional Spray
: Tip Size -1.80 mm -2.20 mm (0.071-0.87 in)

pressure - 40-50 psi (2.75-3.45 kg/cm?2)

: Tip Size - 0.38 mm -0.43 mm(0.015-0.017 in)

Pressure -1600-2300psi (I 10-160kg/cm?2)

:Surface Dry - 30 Minutes
Tack Free Dry -2 Hours
Full Cure - 7 Days

Recoating Time (Minimum) - 2 Hours
Recoating Time (Maximum) - 3 Days

: 3.5 Ltr, 20 Ltr.

Practical Coverage would depend on surface profiles, application skill & method, losses in
containers & equipment. In case of application over textured surfaces, the practical
spread rate would be less due to the profile of the texture.

APPLICATION CONDITION :

Apply this product only if Relative Humidity is less than 90% and substrate temperature
is minimum 10° C & above 3° C of the Dew point.
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For unpainted surface
SURFACE m  Surface should be clean from all dust, rust, wax, oil, grease, loose particles,
PREPARATION & flakes and other contaminants.
SYSTEM ®  Abrasive blast cleaning of substrate should meet minimum standard of SSPC-SP-

10 or Swedish Standard Sa 2 1/2 — SIS 05 5900 or ISO- 8501 : 1988.

m After abrasive blast cleaning, remove dust from the surface.

® Recommended surface profile is 25 microns and it should not exceeds 40
microns.

m  Surface to be recoat should clean thoroughly before application.\

m  Epoxy based products will tend to discolor and chalk on exposure to direct sunlight.

Storage & Disposal : Store in cool, dry condition & dispose by controlled land fill as
per requirement of statutory authority. Don’t empty into drains
sewers or other water courses.
Avoid part use from the Hardener pack & never keep the lid of
Hardener pack open.

Hash Point :24°C

Shelf Life : Upto 12 months under sealed condition.

STORAGE &
HANDLING

®  Avoid contact with the skin and eyes. Wear suitable protective clothing such as
Overalls, goggles, dust mask and gloves. Use a barrier cream.

®  Ensure that there is adequate ventilation in the area where the product is being
applied.

SAFETY u Do. not breatI? vapour or spray. o

PRECAUTIONS & ®  This product |s. ﬂa-mmable. Keep a.way from sources of ignition. Do not smoke.

FIRST AID Take carbon-dioxide or dry chemicals.

m In the event of accidental splashes, flush eyes with warm water & wash skin
with mild soap and seek quick medical advice. Never use solvent for cleaning
the affected areas.

® |nhalation & Ingestion: Remove to fresh air, loosen collar. Don’t induce
vomiting.

®  Refer to MSDS for Details.

The product information sheet is meant for general information of the product. Optimal

DISCLAIMER performance by the product would be achieved on correct selection of paint & painting system,

proper surface preparation & application. Unless specifically agreed in writing by us

we won'’t be responsible for 100% performance of the product.

Product information sheet would be subject to modification without notice as & when

require. The manufacturer and seller discline and buyer and/or user waive all claims

involving, any liability including but not limited to negligence, except as expressed inside

general conditions for all results, injury or direct or consequentias losses or damages arising

from the use of product as reccommended above, on the overleaf or otherwise.




